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The TH230 POS printer is ideal for printing
receipts, coupons, vouchers and transac-
tion documents at the POS. Its particularly
high printing speed means that it also pro-
vides optimum support for receipt shooting
for promotion engines in POS applications
and ensures that there are no delays in the
checkout procedure.

The printers extreme ease of use ben-
e tsusers. In particular, the simplicity with
which paper rolls can be changed wins
them over. If rolls with a diameter of 90 mm
are used, they also have to be replaced
less frequently than those with an 80 mm
diameter, which are also supported. The
printer s operating status is shown clearly
and understandably by LEDs.

The graphics capability of the TH230 sup-
ports printing of logos and 1D and 2D bar-
codes, for example. Logos can be stored
permanently in the printer. The print resolu-
tion of 203 x 203 dpi ensures needle-sharp
printouts. Two-color text or graphics print-
ing is also possible with the optional two-
color thermal paper.

The modular interface concept offers a
wide range of possible uses and invest-
ment protection. The printer can be con-
nected to a BEETLE system or POS PC via
common POS interfaces. If it is connected
to a BEETLE, a power supply unit is usually
not required, since the printer is supplied
with power directly from the BEETLE. This
allows the printer to be incorporated in
the emergency power supply concept, if
required, and for transactions to be com-
pleted in the event of a power failure. The
power ID means that the TH230 can work
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optimally together with power supply units
of different strength.

Broad support of UPOS and Windows driv-
ers allows the TH230 to be used in just
about any POS application.

User bene ts

/E Printing speed up to 220 mm/s
/E Low-noise receipt printing

/E Graphics capability supports logos and
barcodes

/E Optional two-color printing
/E Small footprint

/E Particularly easy changing of receipt
rolls

/E Low-power mode and power ID

/E Especially high reliability






